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GUIDANCE NOTES FOR THE TANDEM EQUIPMENT PARACHUTE
PACKING/INSPECTION LOG AND 100 JUMP EQUIPMENT
INSPECTION (FORM 112B) (BLUE BOOK)
When the Tandem system is placed into service, by an Advanced Packer (T), a new blue book must
be started, which is a record of the specified Tandem system, together with the components placed in
the Tandem system.
At each 6 month reserve repack and equipment inspection, or 100 jump equipment inspection, the
type, serial number, date of manufacture and jump numbers (as a running total) for the
harness/container, main canopy, reserve canopy and AAD should be recorded. In addition, a running
jump number total for the risers, lines, drogue, centre line and AAD batteries should be recorded.
Some components such as drogues may break down into two or three sub components (centre line,
drogue canopy, and outer bridle); running jump numbers on each of these should be recorded in the
notes section, if they have been individually replaced. If a sub component, such as a drogue centre
line is replaced, it does not zero the jump numbers for the drogue, just the sub component. The
running totals are recorded to ensure components that wear at different rates are replaced on a regular
basis and last as long as expected. If a replacement component is fitted, new or used, the running total
for the component should be updated. If a used component is fitted, without a component history, an
estimated jump number should be detailed, depending on condition, as a starting point.
The old blue books should be amended by deleting the two references to “(since last inspection)”
and “(since last six month inspection)”.
Parachute packers should be familiar with the notes detailing routine inspection and the components
to be inspected and should be aware of their responsibilities when they sign the packing log.
Parachute packers should record the date, packer name and signature, for each time the main
parachute is packed. A maximum of 110 jumps may be carried out before a 100 jump inspection is
completed.
Advanced Packers (T) should refer to the 100 jump inspection requirements, detailed on form 112C,
at the rear of the blue book, when inspecting the Tandem equipment for the 100 jump inspection.
They should record the date of inspection, name, qualification and signature. Advanced Packers (T)
should complete a 100 jump inspection, when completing the 6 month Tandem reserve repack and
Tandem equipment record of inspection. Irrespective of the number of jumps completed in the
previous six months a new section should be started.
Tandem equipment repairs, modifications, component replacements, should be recorded on form
112E, with the date, procedure, jump number (on the container), name and qualification and signature.
The Tandem reserve packing card, must record the date, qualification and signature of the Advanced
Packer (T).
Tandem student harness inspection should be completed monthly, recording the date, name and
qualification, signature. The student harness should be inspected every six months by an Advanced
Packer (T). Individual harnesses should be identified with a reference (harness colour is not
sufficient). The reference, serial number and date of manufacture should be recorded on form 112D. If
a student harness is not in use for several months these sections can be blocked out. Any Repairs or
modifications on the student harness should be detailed on the reverse of form 112D – Repair and
Modification Log.
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